
 

 

 
 

TVS Sprint Track – 
Numbered 
TECHNICAL INFORMATION 

 

A short pile polyethylene carpet for fitness. No infill required. 

Yarn Characteristics 

Type:  Polyethylene Textured,  
 100% monofilament (non-infill) 
Dtex:  8.000 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Tuft Characteristics 

Pile Height:  13mm  Margin: +/- 10% 
Stitch Rate (10cm1):  36/10  Margin: +/- 10% 
Gauge:  3/16 
Technique:  Tufted / cut and glued 
Width:  Standard 2 and 4 metre  Margin: + - 1cm 

Length:  Custom-made  Margin: + - 2cm  
 

Backing Characteristics 

Primary Backing:  100% polypropylene 
Secondary Backing:  Latex  
Water Permeability:  With drainage holes 
 

Dark Grey Black Dark Green Light Green 

Blue Signal Red Red Clay 
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Total Product Weight 

3500g/sqm   Margin: +/- 10% 
 

Warranty 

2-year warranty 
 

Installation & Maintenance 

The TVS Sprint Track is low in maintenance, just like artificial grass, but not maintenance-free. 

•  Ask for the installation manual for installation. 
•  Use a vacuum cleaner (with brush) to clean the track. 
•  Use clean water and mop to rinse the track. 
•  Avoid contact with hot materials (or close proximity to glass structures) to prevent shrinkage  

of the grass fibres. 
•  Do not drop any weights on the track. 
 

Warranty Conditions 

Each TVS Sprint Track has a 2-year warranty against fibres coming off, under the following conditions: 

•  Installation manual is read before installing. 
•  Track is attached proper to the floor with double-sided tape or glue. 
• Spiked shoes are not allowed. 
•  The floor must be 100% flat. 
•  Track must be surrounded with another floor or wall (for example lying between rubber flooring). 
•  Sled cannot be used outside (change of damage/hooks the sled). 
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